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Airplane toilet cleaning concentrate 

 

APPLICATION 
Depending on the contamination, the product is applied undiluted or diluted 1 : 1 with water. Before cleaning, 

make sure that the toilet system is empty. The exposure time is several minutes, depending on the degree of 

soiling. Regular flushing helps to distribute the product thoroughly. After cleaning, drain product and rinse 

thoroughly with water. The product can also be used for cleaning during the overnight stop. For the overnight 

cleaning, add 1 litre of rhobaAIR WC CLEAN T with 2 kg of crushed ice to the toilet system. 

 

 

 
 
PRODUCT FEATURES 

• water dilutable concentrate 

• removes soap residues, urine scale and lime deposits 

• thixotropic properties enable adhesion to vertical surfaces 

• Halal conform 

• internationally approved for aviation use:                                                                                             

AMS 1640B 

 

  

 

TECHNICAL SPECIFICATIONS 
Appearance light blue liquid 

Density at 20 °C approx. 1,06 g/ml 

pH-value at 20 °C < 1 

 

Before application, test material compatibility at an inconspicuous area. Follow the cleaning and care instructions 

provided by the manufacturer. We cannot be held liable for improper use and resulting damages. 

 

STORAGE 
Storage temperature: 5-30 °C 

Shelf life:  12 months 

 

 

Application Concentration 

manual 50 - 100 Vol.% 

TECHNICAL INFORMATION – INTERIOR 
 

rhobaAIR WC CLEAN T 
(RHOBA ALTIA I203) 
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