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TECHNICAL INFORMATION - AQUEOUS CLEANING
RHOBA LAVIA W304

(RHOBACLEAN 340 SUT) ARTICLE-NO. 030054

Special cleaning concentrate on an aqueous basis

APPLICATION

RHOBA LAVIA W304 can be applied manually by spraying and wiping, as well as in immersion and
ultrasonic baths. Leaves a smooth, clean surface that resists re-soiling for longer. Can be diluted with water.

Application Concentration Temperature Contact time
immersion and ultrasonic 10-15Vol.% up to 50 °C up to 10 min.
bath
manual cleaning 1-10Vol.% room temperature  depending on the type of soiling

RHOBA LAVIA W304 dissolves the dirt quickly (ROLL-UP effect), subsequent mechanical support, for
example by brushing or wiping, intensifies the cleaning effect. Then rinse with water.

PRODUCT FEATURES

e suitable for steel, aluminum and plastic, limited suitability for non-ferrous metals

e medium alkaline pH range

o dissolves the heaviest soiling, such as oils, greases, soot, brake dust, gumming and deeply
penetrated dirt,

e demulsifying properties

e no hydrogen embrittlement, does not attack glass, acrylic glass and acrylic surfaces, Plexiglas,
painted surfaces, plastics, magnesium, titanium, cadmium and similar materials

o for care and protective cleaning of parts, surfaces, chassis, engine cleaning, rim cleaning, plastic
surfaces, vehicles, trucks, cars, motorhomes, caravans, boats and the like

TECHNICAL SPECIFICATIONS

Appearance light yellow liquid
Density at 20 °C approx. 1,00 g/ml
pH-Value at 20 °C approx.11

Before application, test material compatibility at an inconspicuous area. Follow the cleaning and care instructions
provided by the manufacturer. We cannot be held liable for improper use and resulting damages.

STORAGE
Storage temperature: 5-30 °C
Shelf Life: 12 months
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