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Low-foam cleaning and degreasing concentrate with corrosion protection 

 

APPLICATION 
RHOBA LAVIA W301 is a high-yield cleaning concentrate for the reliable removal of grease, oil and 

corrosion protection agents. Particularly suitable as a special cleaner in non-cutting and cutting 

metalworking. 

 

 

Then rinse with water if necessary. To achieve even better corrosion protection, rinsing with a 0.5 % 

solution RHOBA SUPRA C303 is possible. 

 

PRODUCT FEATURES 
• suitable for steel and plastic 

• only conditionally suitable for non-ferrous metal, like copper and brass 

• not suitable for magnesium and aluminium alloys 

• special inhibitors provide temporary corrosion protection for the interim storage of semi-

finished products 

• free of silicates  

• an optimal drainage behavior ensures residue-free cleaning even without subsequent rinsing 

 

CONCENTRATION DETERMINATION 
By titration: 10 ml of the cooled bath sample is placed by pipette in a 250 ml Erlenmeyer flask, then about 50 ml of 

demineralized water and 5 drops of indicator methyl orange are added. Titrate with 0.1 M hydrochloric acid (HCl) 

until the colour changes from yellow to red.  

Concentration (vol.%) = [consumption 0.1 M hydrochloric acid (HCl) in ml] x 0.83 

 

 

TECHNICAL SPECIFICATIONS 
Appearance colourless liquid 

Density at 20 °C approx. 1,04 g/ml 

pH-value at 20 °C approx. 11 

 

Before application, test material compatibility at an inconspicuous area. Follow the cleaning and care instructions 

provided by the manufacturer. We cannot be held liable for improper use and resulting damages. 

 
STORAGE 
Storage temperature: 5-30 °C 

Shelf life:  12 months 

Application Concentration Temperature Contact time 

Dip- and Ultra-sonic bath 1 - 5 vol.% 50 - 70 °C  depending on the type of soiling 

Spray cleaning 1 - 5 vol.% 50 - 70 °C  1 - 5 min. 

TECHNICAL INFORMATION – WATER-BASED CLEANING  
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