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Water-based rust removal concentrate 

APPLICATION 
RHOBA SUPRA V210 is applied in an immersion process or by pumping around in a circulation process. The 

exposure time can be shortened by using an ultrasonic tank. Rust removal can also be accelerated by raising 

the temperature to 40°C. After rust removal, rinse the components with water, dry them and, if necessary, 

protect them from rusting again with passivation. The application time and concentration depend on the 

degree of corrosion. If the derusting performance of the immersion bath decreases over time, the bath must 

be replaced. 

PRODUCT FEATURES 
• already effective at room temperature

• free of hazardous labels

• easy to use

• also helps with other inorganic deposits such as limescale or verdigris

TECHNICAL SPECIFICATIONS 
Appearance colorless, clear liquid 

Density at 20 °C approx. 1,19 g/ml 

pH-value at 20 °C 4-6

Before application, test material compatibility at an inconspicuous area. Follow the cleaning and care instructions 

provided by the manufacturer. We cannot be held liable for improper use and resulting damages. 

STORAGE 
Storage temperature: 5-30 °C 

Shelf live: 12 months 

Application Concentration Temperature Contact time 

Immersion bath 5 - 15 Vol.% RT - 40 °C depending on the type of soiling 

Circulation 
process 

5 - 15 Vol.% RT - 40 °C depending on the type of soiling 

TECHNICAL INFORMATION – PRETREATMENT 
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